
 

SECTION 4: EVALUATION CRITERIA 

4.1 Technical evaluation criteria 

4.1.1 Eligibility Criteria: 
 The bidders should fill the below compliance table no.1: 

Table 1- Eligibility Criteria Table  

Eligibility Criteria 

Item 
Compliant 

Yes/No 

Notes 

1 
Bidders must enclose in their bids the company registration certificate as a proof 

that the company is legally registered.  
 

 

2 
Bidders must enclose in their bids valid correlating bank account as per business 

registration details. 
 

 

3 
Bidders must enclose in their bids UNRWA General Conditions of Contract for the 

procurement of goods and services initialled, signed and stamped by the bidders.  
 

 

4 
Bidders must confirm that they will register their companies under UNGM at least 

at Level 1 prior to award.  
 

 

5 Bidders must confirm that they are not on any UN Sanction List.  

 

 

4.1.2 Mandatory Technical Evaluation Criteria: 

4.1.2.1 Bidders who select to bid for the supply of one Waste collection garbage compactor truck for Syria Field 

Office should fill in the below compliance Table no.2: 

 
Table 2-ComplianceTable  

Waste collection garbage compactor truck 
Mandatory Technical Evaluation Criteria 

Compliant 
Yes/No 

Notes/Narratives 

1 Bidders must enclose in their bids the brochure and copy of the manual for the 

garbage compactor 

  

2 Bidders must confirm providing at least 3 - year warranty or at least 60,000 km 

which occurred first. 

  

3 Bidders must confirm their ability to provide the garbage compactor specifications 

as indicated below: 

 

Please Tick Yes or No to indicate whether the proposed Waste collection garbage 

compactor truck meets the mandatory specifications: 

 

  

 

 

 

 



 

 Waste collection garbage compactor truck 
Mandatory Technical Evaluation Criteria 

Compliant 

Yes/No 

Notes/Narratives 

3.1  Compactor truck at least 15m3   

3.2 Engine: 

 - Four stroke, minimum V 6 cylinder and the engine should give the output of 

minimum 480 Horsepower, turbocharged water-cooled diesel engine with 

intercooler.   

- Gas Emission complying with the last regulation (as from EURO VI). 

  

3.3  Gearbox: 

 - 6 x 4 drive.   

- 4.00 ~ 5.70 rear axle ratio for driving in mountain area.  

- Manual gearbox 

  

3.4 3.4 Brakes: 

 - ABS anti – lock system (ABS & EBS)  

- Engine brake  

  

3.5 3.5 3.6 Steering: 

 - Left hand side drive.  

- Steering lock.  

  

3.6 Axles and Weights: 

 Bidder should provide the information about the gross vehicle weight to the 

maximum load. 

  

3.7 Cabin: 

 - Single cab tilting forward hydraulically- driver+ 2 passengers.  

- Driver and co- driver fully adjustable seats with inertia reel seat belts. 

- Air conditioning and heating system.  

- Wind up-windows electrical type on both right and left.  

- Fire extinguisher.  

- Warning triangle.  

- Reverse Warner.  

- Standard tool kit with jack.  

- Battery Disconnect Switch. 

  

3.8 Super Structure: 

 - Minimum Garbage capacity: at least 15m³  

- Rear loading type 5:1 compaction ratio at least. 

- Body materials: DIN St52 or equivalent (JIS SS490, ASTM A573GR70 … etc), at 

least 5 mm thickness of body base, at least 4 mm thickness of body side walls, 

body ceiling, hopper curtain and hopper side walls and at least 8 mm thickness 

of hopper base.  

- Material of hopper sides, bottom and the tip of the shovel plate: at least 

HARDOX 400  

  



 

- Manual and automatic (full cycle and Half Cycle) 

- Electrically controlled hydraulic mechanism for operation. 

3.9 
 Washing System/Lifting System: 

  

 - Cleaning water tank at least 500 liter placed behind the cabin, made of stainless 

steel, thickness at least 3 mm.   

- High pressure piston pump providing at least 30 – 40 1/min (at 150 bars) water 

to high pressure gun.   

- At least high-pressure hose reel and high - pressure gun (1/2" dia, 15 m long).  

- The offered compactor should be equipped with a hook and cable used for 

tipping commercial refuse containers into the hopper. This hook and cable are 

specifically designed to work with Type T containers equipped with trunnion 

bars.  

  

 

 2.2 Bidders who select to bid for the Supply of two Water Jetting Trucks for Syria Field should fill in the below compliance 

Table no.3: 

Table 3-ComplianceTable  

Water Jetting Truck 
Mandatory Technical Evaluation Criteria  

Compliant 
Yes/No 

Notes/ Narratives 

1 Bidders must enclose in their bids the brochure and copy of the manual for the Water 

Jetting Truck. 

 

  

2 Bidders must confirm providing at least 3- year warranty or 60,000 km which occurred 

first.  

  

3 Bidders must confirm their ability to provide the garbage compactor 

specifications as indicated below: 

 

Please Tick Yes or No to indicate whether the proposed water jetting truck meets 

the mandatory specifications: 

 

  

3.1 Water jetting truck (10,000 liters)   

3.2  Engine: 

 - (6) cylinder turbo charged diesel engine 190kw 250 HP at least. 

- (4) stroke, direct injection, fuel pump, all speed (RSV) intercooler.  

- Exhaust vertical fixed behind cabin.  

- Air compressor capacity, 550 ltr/min at 8 bar at least. 

- Battery (tropical, higher voltage 2 × 12V / 120 AH at least. 

- Gas Emission complying with the last regulation (as from EURO VI). 

 

  

3.3 Chassis: 

 
- Tilting over cabin. 

- Air condition for cabin should be provided.  

  

3.4 Clutch 



 

Water Jetting Truck 
Mandatory Technical Evaluation Criteria  

Compliant 
Yes/No 

Notes/ Narratives 

 Dry single –Plate clutch, hydraulic clutch control, self-adjusting    

3.5 Front Axle 

 Forged steel axle, capacity 7,500 kg at least    

3.6 Rear Axle 

 
Live axle type with planetary hub reduction, capacity 11000 kg at least, Differential 

lock at axle. 

  

3.7 Tires 

 - (6) Tires 

- Spare tire with rim compel, same size of tires should be available with the vehicle. 

- Spare tire should be mounted on the vehicle. 

- Tire inflating hose should be available with the vehicle. 

- Change tire tools should be available with the vehicle. 

- Tires size at least XZB type 11.00 R 20. 

  

3.8 Brakes 

 
 ABS anti – lock system (ABS & EBS) 

  

3.9 Superstructure 

 - For the superstructure, defects in the finished coat of paint occurring for any 

reason prior to delivery to the purchaser shall be remedied to the satisfaction of 

the purchaser as per attached section 6 - UNRWA’s General Conditions of 

Contract (GCC). 

- The superstructure shall be undercoated to resist the effects of road debris and 

shall be rust proofed for a guaranteed period of at least ten years. 

- Tank Capacity 10,000 liter. 

- Tank Material: Carbon steel. 

- Plunge Pump: high pressure pump with 200 L/min, 300 bar at least. 

- Driving method:  PTO driving. 

- Nozzles:  A series of stainless-steel jetting nozzles. 

  

3.10 Another mandatory requirement: 

 
All standard accessories: manhole, ladder discharge, tool kit, English service and spare 

parts manual should be available in the vehicle. 

  



 

Water Jetting Truck 
Mandatory Technical Evaluation Criteria  

Compliant 
Yes/No 

Notes/ Narratives 

3.11 
Gearbox: 

- Manual gearbox 

  

 

4.2 Financial Evaluation  

 The Commercial Evaluation will be based on the Total Cost of Ownership taking into consideration spare parts cost 

and the Agency best value for money. 

The bidders have the choice to price the requested vehicles mentioned in Annex H – Price schedule (Waste 

collection garbage compactor truck) and (Water jetting truck) or to select one of the vehicles. 

Noting that if the bidder did not price the spare parts list Annex H-1 for the selected vehicle; the bidder may be 

disqualified for this vehicle. 

 

SECTION 5: SCHEDULE OF REQUIREMENTS 

1. Waste collection garbage compactor truck 

1.1 Bidders must enclose in their bids the brochure and copy of the manual for the Water Jetting Truck 

1.2 Bidders must confirm providing at least 3 - year warranty or 60,000 km which occurred first.  

The Technical specifications. 

1.3 Compactor truck at least 15m3 

1.4 Engine: 

- Four stroke, minimum V 6 cylinder and the engine should give the output of minimum 480 Horsepower, turbocharged 

water-cooled diesel engine with intercooler.   

- Gas Emission complying with the last regulation (as from EURO VI). 

1.5 Gearbox: 

- 6 x 4 drive.   

- 4.00 ~ 5.70 rear axle ratio for driving in mountain area.  

- Manual gearbox 

1.6 Brakes: 

- ABS anti – lock system (ABS & EBS)  

- Engine brake  

1.7 Steering: 

- Left hand side drive.  

- Steering lock.  

1.8 Axles and Weights: 

Bidder should provide the information about the gross vehicle weight to the maximum load. 

1.9 Cabin: 

- Single cab tilting forward hydraulically- driver+ 2 passengers.  

- Driver and co- driver fully adjustable seats with inertia reel seat belts. 



 

- Air conditioning and heating system.  

- Wind up-windows electrical type on both right and left.  

- Fire extinguisher.  

- Warning triangle.  

- Reverse Warner.  

- Standard tool kit with jack.  

- Battery Disconnect Switch. 

1.10  Super Structure: 

- Minimum Garbage capacity: at least 15m³  

- Rear loading type 5:1 compaction ratio at least. 

- Body materials: DIN St52 or equivalent (JIS SS490, ASTM A573GR70 … etc), at least 5 mm thickness of body base, at least 

4 mm thickness of body side walls, body ceiling, hopper curtain and hopper side walls and at least 8 mm thickness of 

hopper base.  

- Material of hopper sides, bottom and the tip of the shovel plate: HARDOX 400  

- Manual and automatic (full cycle and Half Cycle) 

- Electrically controlled hydraulic mechanism for operation. 

1.11 Washing System/Lifting System: 

- Cleaning water tank at least 500 liter placed behind the cabin, made of stainless steel, thickness at least 3 mm.   

- High pressure piston pump providing at least 30 – 40 1/min (at 150 bars) water to high pressure gun.   

- At least high-pressure hose reel and high - pressure gun (1/2" dia, 15 m long).  

- The offered compactor should be equipped with a hook and cable used for tipping commercial refuse containers into 

the hopper. This hook and cable is specifically designed to work with Type T containers equipped with trunnion bars.  

 

2. Water Jetting Truck 

2.1 Bidders must enclose in their bids the brochure and copy of the manual for the garbage compactor 

2.2 Bidders must confirm providing at least 3 - year warranty or 60,000 km which occurred first.  

The Technical specifications. 

2.3 Water jetting truck (10,000 liters) 

2.4 Engine: 

- (6) cylinder turbo charged diesel engine 190kw 250 HP at least. 

- (4) stroke, direct injection, fuel pump, all speed (RSV) intercooler.  

- Exhaust vertical fixed behind cabin.  

- Air compressor capacity, 550 ltr/min at 8 bar at least. 

- Battery (tropical, higher voltage 2 × 12V / 120 AH at least. 

2.5 Chassis: 

- Tilting over cabin. 



 

- Air condition for cabin should be provided.  

2.6 Clutch 

Dry single –Plate clutch, hydraulic clutch control, self-adjusting  

2.7 Front Axle 

Forged steel axle, capacity 7,500 kg at least  

2.8 Rear Axle 

Live axle type with planetary hub reduction, capacity 11000 kg at least, Differential lock at axle . 

2.9 Tires 

- (6) Tires 

- Spare tire with rim compel, same size of tires should be available with the vehicle. 

- Spare tire should be mounted on the vehicle. 

- Tire inflating hose should be available with the vehicle. 

- Change tire tools should be available with the vehicle. 

- Tires size at least XZB type 11.00 R 20. 

3 2.10 Brakes 

- - ABS anti – lock system (ABS & EBS)  

4 2.11 Superstructure 

- For the superstructure, defects in the finished coat of paint occurring for any reason prior to delivery to the purchaser 

shall be remedied to the satisfaction of the purchaser as per attached section 6 - UNRWA’s General Conditions of 

Contract (GCC). 

- The superstructure shall be undercoated to resist the effects of road debris and shall be rust proofed for a guaranteed 

period of at least ten years. 

- Tank Capacity 10,000 liter. 

- Tank Material: Carbon steel. 

- Plunge Pump: high pressure pump with 200 L/min, 300 bar at least. 

- Driving method:  PTO driving. 

- Nozzles:  A series of stainless-steel jetting nozzles. 

5 2.12 Another mandatory requirement: 

All standard accessories: manhole, ladder discharge, tool kit, English service and spare parts manual should be available in 

the vehicle. 

2.13 Gearbox: 

Manual gearbox 

 


